C
@ Networks Form NE3 Single Commercial

Application for a New Connection | | or . or .
Increased / Reduced | | Capacity (ic) Industrial Premises
for Single Commercial or Industrial Premises

ESB NETWORKS, PO BOX 29, FOR OFFICIAL USE ONLY
GARRYCASTLE, ATHLONE, CO. WESTMEATH.

Notification No:
Please fill in all sections in BLOCK LETTERS. INCOMPLETE APPLICATIONS WILL BE RETURNED.

1 Your Full Name

(if a company or partnership give VAT no:
the full corporate or trading name)

Your Phone Number

Registered Company
Address

Registered Company Number:

Address for the
Connection

Phone Number: E-Mail:

Date you need the system to be connected?

How may we gain access?

Your Connection Is this a New Connection D Increase in Capacity D Reduction in Capacity D ?
Customers seeking an Increased / Reduced Connection Capacity
must Provide their 11 digit MPRN MPRN: ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
Correspondence Name:
Details (for legal notices)
(if different from above) Address:
Phone Number: E-Mail:
Contacts Engineering Consultants Phone Number:
E-Mail:
Electrical Contractor Phone Number:
E-Mail:
Business Owner Phone Number:
E-Mail:
Site Location Map & New Customers Only: Please Attach an Ordnance Survey map (scale 1:2500 - 1:10560) showing the
T Bl location of your site and a site plan (scale 1:100 - 1:500) showing the premises. Note: We will not be

able to process your application without these maps.

Name of Local Authority
and planning ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
application number




3 Nature of Business
(manufacturing, retail, heavy
industry etc.)

Production Hours hours a day days a week weeks every year

New Customers Only : This application is only for an electricity connection.You should also apply for an electricity supply
account (you should do this when you receive you MPRN from ESB Networks) as for customers with a MIC greater than
30kVA, we will not be able to connect you without this. You can get a list of Suppliers on the Commission for Energy
Regulation website www.cer.ie

Electricity Supply
Account

In the interest of safety and good practice, your electrical installation must comply with the relevant standards approved by
the Electro-Technical Council of Ireland (ETCI). All new connections to the ESB Networks system will require the submission of a
Completion Certificate, recognised by ETC, in respect of the installation.This certificate should be signed by either a

Contractor who is registered for this purpose by a licensed regulatory body or an Inspector of such a body. ESB Networks

Important

will not complete your connection until we are in receipt of a valid Completion Certificate. The occupier or owner
of the premises is responsible for its safety.

Maximum import
capacity
Note: Application cannot be

processed unless this area
is completed

5 New, Increased or General Summary Total il
Reduced Load Details otal Kilowatts
(kw)
Lighting
Unrestricted Space Heating
Night Storage Heating
Water Heating
Instantaneous Showers
Air Conditioned & Forced Ventilation
Other
List the largest motor Motive Power
first, followed by the
ller motor. Motor Ratin Type of Starter Number of Starts | G 1P
°ma ’ h 1IOI?W Starting Demand | (directline,slip ring umber of Starts eneral Furpose Quantity | Total kW
(more than ) or star-delta) Each Hour or Compressor
Motors less than
10kwW
(Details of any Disturbing loads
welders, DC load, — . - K
thyristor controlled Description VA Quantity Total kVA
load or any load likely
to cause voltage
disturbance)

Do you intend to avail of a time-of-day electricity tariff from your Electricity Supplier?

Yes

D No

[]

Maximum import capacity needed*:

Single Phase 1

Three Phase 1

kVA

*This figure should be based on the Load Details given above. Customers seeking an Increase/Reduction should state the new

MIC you require.




7 Maximum Export
Capacity (Generators who Maximum export capacity needed: kVA
intend to export electricity)

8 Change of DUoS Group

Existing eligible LV customers only:

Are you seeking to changeyour DUoS Group? Yes |:| No |:|

9 Security of Connection Do you want to be quoted for standby connection (loop or second feed - Yes |:| No |:|
connections of more than 500 kVA only)?

Do you intend to have your own standby generator? Yes |:| No |:|

10 Your Signature . . X . L.
| accept your general conditions relating to connection and all amendments, which the Commission for

Energy Regulation may approve from time to time. | agree to let you connect the network to my premises. |
acknowledge that you are entitled to connect other customers to the network.

Signature Date

If signing on behalf of a Full Name
partnership, limited company

or other legal entity, or as a
duly authorised agent. Capacity

We may need evidence that you have the authority to sign this form.

Note We cannot accept responsibility for delays or mistakes if you have not filled in this application correctly. If
the form is not complete, we may have to return it to you.

PLEASE RETURN ESB Networks,
PO Box 29, Garrycastle, Athlone, Co. Westmeath.

THIS FORM TO:

Customers with queries relating to their New / Increased / Reduced Connection Capacity (their MIC) can contact ESB Networks at 1850 372 757.

MAXIMUM IMPORT CAPACITY (MIC)
What is it?
We offer customers a connection designed around a specified capacity. The capacity of your connection is the total electrical loading for
which your connection is designed. Capacity is measured in kilovolt-amps (kVA). A kilovolt-amp is similar to a kilowatt. The capacity level for
customers is described as the Maximum Import Capacity (MIC).
Business customers agree a level with ESB Networks according to their specific requirements.
Why is it important?

When applying for a connection, the most important decision is the capacity level you require. The capacity of your connection - Maximum
Import Capacity - is an important figure for several reasons:

*  This is the capacity that ESB Networks commits itself to maintain available to your premises at the connection point.
*  The MIC places an upper limit on the total electrical load you can use in your premises,

* The MIC is a determinant of connection and on-going charges. For a detailed breakdown of these charges refer to
ESB Networks website www.esb.ie/esbnetworks

How to estimate your capacity requirement

Ultimately each customer must chose the capacity which meets his/her needs. It will almost always be a much lower quantity than the sum
of the kilowatt ratings of all the equipment you plan to install.

You may wish to discuss your required MIC further with your electrical contractor/consultant.

Part Number ESB/9806559



